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REUSE OF DOCUMENT
THE IDEAS & DESIGN INCORPORATED HEREON, AS  AN

INSTRUMENT OF PROFESSIONAL SERVICE, IS THE
PROPERTY OF RLF CONSULTING, LLC & IS NOT TO BE
USED FOR ANY OTHER PROJECT WITHOUT WRITTEN

AUTHORIZATION OF RLF CONSULTING, LLC.
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UT29302-S NORTH TEMPLE STATION

555 W NORTH TEMPLE ST
SALT LAKE CITY, UT 84116
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THE PROPOSED LEASE PREMISES SHOWN HEREON APPEAR TO BE WITHIN FLOOD
ZONE "X" AS DELINEATED ON THE FEDERAL EMERGENCY MANAGEMENT AGENCY
FIRM MAP NO. 49035C0143E DATED 09/21/01.

FLOOD ZONE "X" IS DEFINED AS: AREAS DETERMINED TO BE OUTSIDE 500-YEAR
FLOODPLAIN; DETERMINED TO BE OUTSIDE THE 1% AND 0.2% ANNUAL CHANCE
FLOODPLAINS.

FLOOD ZONE DESIGNATION
1. ELEVATIONS SHOWN HEREON ARE REPRESENTED IN NORTH

AMERICAN VERTICAL DATUM OF 1988 (NAVD88) ESTABLISHED FROM
GPS DERIVED ELLIPSOID HEIGHTS, APPLYING GEOID 18B SEPARATIONS
CONSTRAINING TO NGS CORS STATIONS PROVIDED IN THE "ONLINE
POSITIONING USER SERVICE" (OPUS) SOLUTION FOR THIS SPECIFIC
SITE.

2. BEARINGS SHOWED HEREON ARE BASED UPON U.S. STATE PLANE
NAD83 COORDINATE SYSTEM UTAH STATE PLANE COORDINATE ZONE
CENTRAL, DETERMINED BY GPS OBSERVATIONS.

3. FIELD WORK FOR THIS PROJECT WAS PERFORMED ON 06/20/23.

PROJECT META DATA
1. ALL TITLE INFORMATION IS BASED UPON A COMMITMENT FOR TITLE

INSURANCE PREPARED BY FIDELITY NATIONAL TITLE, ORDER NO.:
38790906 EFFECTIVE DATE: 05/03/2023.

2. SURVEYOR HAS NOT PERFORMED A SEARCH OF PUBLIC RECORDS TO
DETERMINE ANY DEFECT IN TITLE.

3. THE BOUNDARY SHOWN HEREON IS PLOTTED FROM RECORD
INFORMATION AND DOES NOT CONSTITUTE A BOUNDARY SURVEY OF
THE PROPERTY.

4. SURVEYOR DOES NOT GUARANTEE THAT ALL UTILITIES ARE SHOWN OR
THEIR LOCATIONS. IT IS THE RESPONSIBILITY OF THE CONTRACTOR AND
DEVELOPER TO CONTACT BLUE STAKE AND ANY OTHER INVOLVED
AGENCIES TO LOCATE ALL UTILITIES PRIOR TO CONSTRUCTION.
REMOVAL, RELOCATION AND/ OR REPLACEMENT IS THE RESPONSIBILITY
OF THE CONTRACTOR.

SURVEYOR NOTES

A PORTION OF THE SOUTHWEST QUARTER OF SECTION 36, TOWNSHIP 1 NORTH,
RANGE 1 WEST, SALT LAKE COUNTY, UTAH

LESSOR'S LEGAL DESCRIPTION
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BRUCE A. WILLIAMS
PRELIMINARY

A PORTION OF THE SOUTHWEST QUARTER OF SECTION 36, TOWNSHIP 1 NORTH,
RANGE 1 WEST, SALT LAKE COUNTY, UTAH, AND MORE PARTICULARLY DESCRIBED
AS FOLLOWS:

A 20.00 FOOT STRIP OF LAND LYING LYING 10.00 FOOT ON EACH SIDE OF THE
FOLLOWING DESCRIBED CENTERLINE:

COMMENCING FROM A BRASS CAP IN HAND HOLE AT THE INTERSECTION OF WEST
NORTH TEMPLE AND NORTH 600 WEST, HAVING A UTAH STATE PLANE US FOOT,
CENTRAL COORDINATES WITH NORTHING 7450050.78 FEET, EASTING 1527332.83
FEET; THENCE SOUTH 82°03'03" EAST, A DISTANCE OF 565.70 FEET TO THE POINT OF
BEGINNING;

THENCE SOUTH 00°08'36" EAST, A DISTANCE OF 35.85 FEET;
THENCE SOUTH 45°00'00" WEST, A DISTANCE OF 25.56 FEET;
THENCE SOUTH 90°00'00" WEST, A DISTANCE OF 45.86 FEET TO THE POINT OF
TERMINUS.

ALL SIDELINES OF DESCRIBED EASEMENT ARE TO BE SHORTENED OR LENGTHENED
TO FORM ONE CONTIGUOUS PARCEL.

LESSEE'S 20' ACCESS & UTILITY EASEMENT DESCRIPTION

A PORTION OF THE SOUTHWEST QUARTER OF SECTION 36, TOWNSHIP 1 NORTH,
RANGE 1 WEST, SALT LAKE COUNTY, UTAH, AND MORE PARTICULARLY DESCRIBED
AS FOLLOWS:

COMMENCING FROM A BRASS CAP IN HAND HOLE AT THE INTERSECTION OF WEST
NORTH TEMPLE AND NORTH 600 WEST, HAVING A UTAH STATE PLANE US FOOT,
CENTRAL COORDINATES WITH NORTHING 7450050.78 FEET, EASTING 1527332.83
FEET; THENCE SOUTH 82°03'03" EAST, A DISTANCE OF 565.70 FEET;
THENCE SOUTH 00°08'36" EAST, A DISTANCE OF 35.85 FEET;
THENCE SOUTH 45°00'00" WEST, A DISTANCE OF 25.56 FEET;
THENCE SOUTH 90°00'00" WEST, A DISTANCE OF 45.86 FEET;
THENCE SOUTH 00°00'00" EAST, A DISTANCE OF 10.00 FEET TO THE POINT OF
BEGINNING;

THENCE NORTH 90°00'00" EAST, A DISTANCE OF 50.00 FEET;
THENCE SOUTH 00°00'00" EAST, A DISTANCE OF 50.00 FEET;
THENCE NORTH 90°00'00" WEST, A DISTANCE OF 50.00 FEET;
THENCE NORTH 00°00'00" EAST, A DISTANCE OF 50.00 FEET TO THE POINT OF
BEGINNING.

CONTAINING 2500 SQUARE FEET OR 0.057 ACRES, MORE OR LESS.

LESSEE'S 50' x 50' LEASE AREA DESCRIPTION

LINE TABLE

LINE
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LENGTH

35.85

25.56

45.86

10.00

50.00

50.00

50.00

50.00

BEARING

S0° 08' 36"E

S45° 00' 00"W

N90° 00' 00"W

S0° 00' 00"E

N90° 00' 00"E

S0° 00' 00"E

N90° 00' 00"W

N0° 00' 00"E
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PARTS LIST

NET WT.UNIT WT.LENGTHPART DESCRIPTIONPART NO.QTYITEM

206.4268.81 RING MOUNT WELDMENTX-LWRM31

37.634.18 5/8" x 48" THREADED ROD (HDG.)G58R-4892

18.822.09 5/8" x 24" THREADED ROD (HDG.)G58R-2493

0.610.03 5/8" HDG A325 FLATWASHERA58FW184

0.470.03 5/8" HDG LOCKWASHERG58LW186

2.340.13 5/8'' HDG A325 HEX NUTA58NUT185

DESCRIPTION

DRAWING USAGE CHECKED BY

ENG. APPROVALDRAWN BY

DWG. NO.

CPD NO.

BMC

1
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F
  5

 CEK 8/24/2012

3/17/2009 LWRM

RING MOUNT
ASSEMBLY

12" TO 45" DIAMETER POLE

SP1

CUSTOMER LWRM
CLASS SUB

PART NO.

87 02

P
A

G
E

TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030") - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS AND ANGLES ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Engineering 
Support Team:

sp1engineering@valmont.com

valmont

PATENT INFORMATION: WWW.SITEPRO1.COM/PATENTS

TOTAL WT. # 264.35

4"
(REF)

6 1/4"
(REF)

24" OR 48"
STANDARD

(CUT AS REQUIRED)

W
(SEE PAGE 3)

REQUIRED ROD LENGTH
IS EQUAL TO THE
POLE DIAMETER.

THREADED ROD MAY BE CUT
TO LENGTH AS REQUIRED.

4"

6"

9 9/16"

12" TO 45" DIAMETER
MONOPOLE
(REF)

2 OR 3

4

6

5

B UPDATED TEMPLATE SP1 CSL 9/5/2024

A REDRAWN IN INV, UPDATED TABLES AND VIEW SP1 KC8 7/25/2012

REVISION HISTORY

REV DESCRIPTION OF REVISIONS CPD BY DATE



DETAIL  B

PARTS LIST

NET WT.UNIT WT.LENGTHPART DESCRIPTIONPART NO.QTYITEM

94.7915.8015 inBENT EXTENSION BRACKETX-17862761

4.890.27 5/8" x 2" HDG A325 HEX BOLTA5802182

0.470.03 5/8" HDG LOCKWASHERG58LW183

2.340.13 5/8'' HDG A325 HEX NUTA58NUT184

B

DESCRIPTION

DRAWING USAGE CHECKED BY

ENG. APPROVALDRAWN BY

DWG. NO.

CPD NO.

BMC
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F
  5

 CEK 8/24/2012

3/17/2009 RM-ADK

RING MOUNT
ASSEMBLY

12" TO 45" DIAMETER POLE

SP1

CUSTOMER LWRM
CLASS SUB

PART NO.

87 02

P
A

G
E

TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030") - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS AND ANGLES ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Engineering 
Support Team:

sp1engineering@valmont.com

valmont

PATENT INFORMATION: WWW.SITEPRO1.COM/PATENTS

TOTAL WT. # 105.90

1

2 3 4

6045" TO " DIA.
MONOPOLES

LWRM (REF.)
(ORDER SEPARATELY)

B UPDATED TEMPLATE SP1 CSL 9/5/2024

A REDRAWN IN INV, UPDATED TABLES AND VIEW SP1 KC8 7/25/2012

REVISION HISTORY

REV DESCRIPTION OF REVISIONS CPD BY DATE



DESCRIPTION

DRAWING USAGE CHECKED BY

ENG. APPROVALDRAWN BY

DWG. NO.

CPD NO.
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 CEK 8/24/2012

3/17/2009 LWRM

RING MOUNT
ASSEMBLY

12" TO 45" DIAMETER POLE

SP1

CUSTOMER LWRM
CLASS SUB

PART NO.

87 02

P
A
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E

TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030") - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS AND ANGLES ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Engineering 
Support Team:

sp1engineering@valmont.com

valmont

PATENT INFORMATION: WWW.SITEPRO1.COM/PATENTS

W

CIRCUMF DIA (REF) W
38" 12-1/8" 9-3/16"
39" 12-7/16" 9-7/16"
40" 12-3/4" 9-3/4"
41" 13-1/16" 10"
42" 13-3/8" 10-5/16"
43" 13-11/16" 10-9/16"
44" 14" 10-7/8"
45" 14-5/16" 11-2/16"
46" 14-5/8" 11-3/8"
47" 14-15/16" 11-11/16"
48" 15-1/4" 11-15/16"
49" 15-5/8" 12-1/4"
50" 15-15/16" 12-1/2"
51" 16-1/4" 12-13/16"
52" 16-9/16" 13-1/16"
53" 16-7/8" 13-3/8"
54" 17-3/16" 13-5/8"
55" 17-1/2" 13-15/16"
56" 17-13/16" 14-3/16"
57" 18-1/8" 14-1/2"
58" 18-7/16" 14-3/4"
59" 18-3/4" 15-1/16"
60" 19-1/8" 15-5/16"
61" 19-7/16" 15-5/8"
62" 19-3/4" 15-7/8"

CIRCUMF DIA (REF) W
63" 20-1/16" 16-3/16"
64" 20-3/8" 16-7/16"
65" 20-11/16" 16-3/4"
66" 21" 17"
67" 21-5/16" 17-5/16'
68" 21-5/8" 17-9/16"
69" 21-15/16" 17-7/8"
70" 22-5/16" 18-1/8"
71" 22-5/8" 18-7/16"
72" 22-15/16" 18-11/16"
73" 23-1/4" 19"
74" 23-9/16" 19-1/4"
75" 23-7/8" 19-9/16"
76" 24-1/4" 19-13/16"
77" 24-1/2" 20-1/8"
78" 24-13/16" 20-3/8"
79" 25-1/8" 20-11/16"
80" 25-7/16' 20-15/16"
81" 25-13/16" 21-1/4"
82" 26-1/8" 21-1/2"
83" 26-7/16" 21-13/16"
84" 26-3/4" 22-1/16"
85" 27-1/16" 22-3/8"
86" 27-3/8" 22-5/8"
87" 27-11/16" 22-15/16"

CIRCUMF DIA (REF) W
88" 28" 23-3/16"
89" 28-5/16" 23-1/2"
90" 28-5/8" 23-3/4"
91" 28-15/16" 24-1/16"
92" 29-5/16" 24-5/16"
93" 29-5/8" 24-5/8"
94" 29-15/16" 24-7/8"
95" 30-1/4" 25-1/8"
96" 30-9/16" 25-7/16"
97" 30-7/8" 25-11/16"
98" 31-3/16" 26"
99" 31-1/2" 26-1/4"

100" 31-13/16" 26-9/16"
101" 32-1/8" 26-13/16"
102" 32-7/16" 27"
103" 32-13/16" 27-3/8"
104" 33-1/8" 27-11/16"
105" 33-7/16" 27-15/16"
106" 33-3/4" 28-1/4"
107" 34-1/16" 28-1/2"
108" 34-3/8" 28-13/16"
109" 34-11/16" 29-1/16"
110" 35" 29-3/8"
111" 35-5/16" 29-5/8"
112" 35-5/8" 29-15/16"

CIRCUMF DIA (REF) W
113" 36" 30-3/16"
114" 36-5/16" 30-1/2"
115" 36-5/8" 30-3/4"
116" 36-15/16" 31-1/16"
117" 37-1/4" 31-5/16"
118" 37-9/16" 31-5/8"
119" 37-7/8" 31-7/8"
120" 38-3/16" 32-3/16"
121" 38-1/2" 32-7/16"
122" 38-13/16" 32-3/4"
123" 39-1/8" 33"
124" 39-1/2" 33-5/16"
125" 39-13/16" 33-9/16"
126" 40-1/8" 33-7/8"
127" 40-7/16" 34-1/8"
128" 40-3/4" 34-7/16"
129" 41-1/16" 31-11/16"
130" 41-3/8" 35"
131" 41-11/16" 35-1/4"
132" 42" 35-9/16"
133" 42-5/16" 35-13/16"
134" 42-5/8" 36-1/8"
135" 43" 36-3/8"
136" 43-5/16" 36-11/16"
137" 43-5/8" 36-15/16"

CIRCUMF DIA (REF) W
138' 43-15/16" 37-1/4"
139" 44-1/4" 37-1/2"
140" 44-9/16" 37-13/16"
141" 44-7/8" 38-1/16"
142" 45-3/16" 38-3/8"
143" 45-1/2" 38-9/16"
144" 45-13/16" 38-7/8"
145" 46-1/8" 39-1/8"
146" 46-1/2" 39-7/16"
147" 46-13/16" 39-3/4"
148" 47-1/8" 40"
149" 47-7/16" 40-5/16"
150" 47-3/4" 40-9/16"
151" 48-1/16" 40-7/8"
152" 48-3/8" 41-3/16"
153" 48-11/16" 41-7/16"
154' 49" 41-3/4"
155" 49-5/16" 42"
156" 49-11/16" 42-5/16"
157" 50" 42-5/8"
158" 50-5/16" 42-7/8"
159" 50-5/8" 43-3/16"
160" 50-15/16" 43-7/16"
161" 51-1/4" 43-3/4"
162" 51-9/16" 44"

CIRCUMF DIA (REF) W
163" 51-7/8" 44-5/16"
164" 52-3/16" 44-9/16"
165' 52-1/2" 44-7/8"
166" 52-13/16" 45-3/16"
167" 53-3/16" 45-7/16"
168" 53-1/2" 45-3/4"
169" 53-13/16" 46"
170" 54-1/8" 465/16"
171" 54-7/16" 46-9/16"
172" 54-3/4" 46-7/8"
173" 55-1/16" 47-1/8"
174" 55-3/8" 47-7/16"
175" 55-11/16" 47-11/16"
176" 56" 48"
177" 56-5/16" 48-1/4"
178" 56-11/16" 48-9/16"
179" 57" 48-7/8"
180" 57-5/16" 49-1/8"
181" 57-5/8" 49-7/16"
182" 57-15/16" 49-11/16"
183" 58-1/4" 50"
184" 58-9/16" 50-1/4"
185" 58-7/8" 50-9/16"
186" 59-3/16" 50-13/16"
187" 59-1/2" 51"
188" 59-13/16" 51-3/8"
189" 60-3/16" 51-11/16"

B UPDATED TEMPLATE SP1 CSL 9/5/2024

A REDRAWN IN INV, UPDATED TABLES AND VIEW SP1 KC8 7/25/2012

REVISION HISTORY

REV DESCRIPTION OF REVISIONS CPD BY DATE

NOTES:
 
- VALMONT IS SUPPLYING THE VALUE
  OF THE "W" DIMENSIONS TO ASSIST
  THE ERECTOR IN PRE-ASSEMBLING
  THE CLAMPS & THREADED RODS.
 
- THE CIRCUMFERENCE IS THE
  DISTANCE MEASURED AROUND THE
  OUTSIDE OF THE POLE AT THE
  LOCATION OF THE CLAMP.
 



DESCRIPTION

DRAWING USAGE CHECKED BY

ENG. APPROVALDRAWN BY

DWG. NO.

CPD NO.

BMC
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F
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 CEK 8/24/2012

3/17/2009 LWRM

RING MOUNT
ASSEMBLY

12" TO 45" DIAMETER POLE

SP1

CUSTOMER LWRM
CLASS SUB

PART NO.

87 02

P
A

G
E

TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030") - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS AND ANGLES ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Engineering 
Support Team:

sp1engineering@valmont.com

valmont

PATENT INFORMATION: WWW.SITEPRO1.COM/PATENTS

B UPDATED TEMPLATE SP1 CSL 9/5/2024

A REDRAWN IN INV, UPDATED TABLES AND VIEW SP1 KC8 7/25/2012

REVISION HISTORY

REV DESCRIPTION OF REVISIONS CPD BY DATE

120°

120°

120°

"X"

"X""X"

9 1/2"
(ENSURE VERTICAL ALIGNMENT)

NOTE:
 
ENSURE EQUAL DISTANCE
BETWEEN BRACKETS "X"
AND AT 120° APART

12" TO 45"
O.D. POLE



DESCRIPTION

DRAWING USAGE CHECKED BY

ENG. APPROVALDRAWN BY

DWG. NO.

CPD NO.

BMC
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 CEK 8/24/2012

3/17/2009 LWRM

RING MOUNT
ASSEMBLY

12" TO 45" DIAMETER POLE

SP1

CUSTOMER LWRM
CLASS SUB

PART NO.

87 02

P
A

G
E

TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030") - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS AND ANGLES ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Engineering 
Support Team:

sp1engineering@valmont.com

valmont

PATENT INFORMATION: WWW.SITEPRO1.COM/PATENTS

B UPDATED TEMPLATE SP1 CSL 9/5/2024

A REDRAWN IN INV, UPDATED TABLES AND VIEW SP1 KC8 7/25/2012

REVISION HISTORY

REV DESCRIPTION OF REVISIONS CPD BY DATE

INSTALL ORDER

INITIAL TIGHTENING

FINAL TIGHTENING
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THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF
VALMONT INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT
THE CONSENT OF VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030") - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010") - NO CONING OF HOLES
BENDS ARE ± 1/2 DEGREE - ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")
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 DSM2BMC 1/6/2012

11/12/2010 DSM24779

TOLERANCE NOTE

PROPRIETARY NOTE

Locations:
New York, NY
Atlanta, GA
Los Angeles, CA
Plymouth, IN
Salem, OR
Dallas, TX

DUAL STANDOFF ARM
FOR TWO

ANTENNA PIPES

CUSTOMER

PARTS LIST
NET WT.UNIT WT.LENGTHPART DESCRIPTIONPART NO.QTYITEM

60.0060.00 DSM2 MAIN STANDOFF BRACKETX-9796111
21.3710.68 PIPE ATTACHMENT BRACKETX-ATB22
3.090.77 1/2" X 3-5/8" x 5-1/2" X 3" U-BOLT (HDG.)X-UB135843
2.800.70 1/2" X 3" X 5" X 2" UBOLT (HDG.)X-UB130043
2.520.63 1/2" X 2-1/2" X 4-1/2" X 2" UBOLT (HDG.)X-UB121243
0.270.03 1/2" HDG USS FLATWASHERG12FW84
0.110.01 1/2" HDG LOCKWASHERG12LW85
0.570.07 1/2'' HDG HEAVY 2H HEX NUTG12NUT86
2.670.332.5 in.5/8'' x 2-1/2" HDG A325 HEX BOLTA58211287
0.200.03 5/8" HDG A325 FLATWASHERA58FW68
0.210.03 5/8" HDG LOCKWASHERG58LW89
1.040.13 5/8'' HDG A325 HEX NUTA58NUT810

30° MAX.

USE SLOT FOR DOWN TILT APPLICATION,
USE HOLE WHEN PIPE MOUNT IS VERTICAL.
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TOTAL WT. # 94.27

A REPLACED X-210746 WITH X-ATB 4779 CEK 1/5/2012
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2-3/8" TO 3-1/2"
O.D. PIPE

(ORDER SEPARATELY)


