Typical Canopied Walkway Detail
(Street View - Cross Section)

- LATERAL STABILITY PLATE, FRONT & REAR, AT LEAST EVERY OTHER COLUMN
- CHAIN LINK AS REQUIRED
- 4X4
- P
- 2'2' 2'
- STREET VIEW
- 4'
- 3'

- ROOFING PAPER
- 5/8" PLYWOOD
- ROOF SLOPE
- 4X4 POSTS @ 48" O.C.
- 2X4 HEADERS
- 4" OR 8" AS REQUIRED
- 8' MIN. CLEARANCE

- YELLOW LIGHTS
- BATTERY BOX OR N.E.C. APPROVED ELECTRIC CONDUIT
- 2X4 RAILING

- 4'
- 3'
- 16''
- 10''

- 2X8 BUMPER RAIL
- 2X4 @ 24" O.C.
- 2X4 @ 96" O.C.

- PROTECTIVE WIRE CAGE OR CLEAR LEXAN LIGHTS.
- 5/8" PLYWOOD OR CHAIN LINK AS REQUIRED IN TRAFFIC CONTROL PLAN

- 1' MIN. 2' MAX.
- FLOOR MEMBER TO BE ONE PIECE

- CROSS SECTION
- 5/8" PLYWOOD W/ NON SKID SURFACE
- 2X4 @ 24" O.C.
- 2X6 @ 24" O.C. 8' SPAN
- SANDBAG ON EACH 2X4 BRACE